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Product Data Sheet

Scarborough is welcoming and comfortable. The patented design is
assembled as a warp and weft construction of pre-formed parts. The
backless Scarborough bench can be used from either side and is ideal
for narrow spaces. Litter receptacles with strap or square bar vertical
panels are nicely scaled to the bench and the human form. Scarborough
transcends categories. It is remarkably durable not only in the way it
wears but in the way it remains current over time.

Bench Style Depth Width Height Rrcduct
e Horizontal strap seat styles may be specified for Weight
backed or backless benches. 96" with
e Backed benches are offered in 24", 48", 72", or 96" lengths. N two - - a 3t b
¢ Backless benches are offered in 48", 72", or 96" lengths. intermedi-
e Center arm may be specified on backed benches in ate arms
72" or 96" lengths.
e Bench in 96" length available with two intermediate arms. 70" with
® The bench comes standard with a freestanding/surface mount. N center arm 28" 73" 34" 186 Ib
48" 28" 49" 34" 132 Ib

§ 24" 28" 20" 34" 891b
Backless
26" 97" 28" 150 Ib
96"
Backless
26" 73" 28" 125 Ib
72"
Backless
26" 49" 28" 97 Ib
48"
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Litter Receptacles
e Scarborough™ receptacles are durably constructed of metal
side panels and a spun metal top to meet the demands of active
public spaces.
e Choose from vertical strap or square bar side panels.
¢ Top- or side-opening receptacles may be specified.
e The receptacle lid lifts up and swings to the side for easy litter removal.
e Litter can be specified as a single or dual use receptacle.
- For single use, select one opening style and signage (optional)
- For dual use select two opening styles and signage. Dual
purpose units come with divider installed in liner.
* An optional keyed lock may be added for security, and an optional ash
pan may be specified for the side-opening receptacle.
e The 30-gallon polyethylene liner coordinates with specified
powdercoat color.
* Receptacles are standard with a freestanding/surface mount option.
® Metal support legs are 1"x 1" square.
e \ertical metal straps 1-1/2" x 3/16".
e \ertical metal bars are 3/8" square.
e Straps and bars are welded to metal bands.
e Tubular steel collar is 1-1/4" dia., 0.120" wall thickness.
® Tops are formed of spun metal.
e Pop-up rod is stainless steel.

Finishes

e Metal is finished with Landscape Forms’ proprietary Pangard Il®
polyester powdercoat, a hard yet flexible finish that resists rusting,
chipping, peeling and fading.

e Call for standard color chart.

To Specify

e Bench: Specify backed or backless, bench length with or without

center/intermediate arm, and powder coat color. Bench comes standard

with a freestanding/surface mount.

e Litter receptacle: Select top or side opening, vertical strap or square
bar side panel, and powdercoat color. If certain color is specified
select standard color for liner (see Materials for offerings). Select single
or dual use and optional signage.

Other optons: keyed lock; ash pan on side-opening units.

Designed by Arno Yurk, AIA, IDSA

2 Revised August 21,2025 | Landscape FormslInc. | 800.521.2546

9 . Product
Style Diameter Height Weight
Top- Bar: 72 |
oF 25" 33" ar.721b
Opening Strap: 77 Ib
Side- o 410 Bar: 75 Ib
Opening Strap: 81 Ib
ML Strap details - - -
Square bar
4 HH details
Ash pan - - -

Visit our landscapeforms.com for more information. Specifications
are subject to change without notice. Landscape Forms supports the
Landscape Architecture Foundation at the Second Century level.
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